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Technical Specification 

Model DSC-60C 

Max. DC Voltage Range  DC 20V~60V 

Recording Surge types 
Lightning Flash Surge ; power switching surge ; 

Switching Inrush Current ; Electric Magnetic Pulse ; Series Spark Surge 

Surge Withstand Capability * 6kV @ 1.2x50μs ;  3KA @ 8x20μs 

EFT Withstand Capability 4.5kV, 5x50ns (Elec.Fast Transient / burst) 

LED Indication / LCD Digits For Power ON/OFF and Counter Status / max. 6 digits counting 

Compliance standards 
ANSI C62.41, cat. C , ANSI C37.90.1 

IEC 61643-1 , IEC 61000-4-4 , IEC 61000-4-5,  

Operation temp. / Rel. Humidity -20°C ~ 60°C / 35% ~ 95% RH (no condensing) 

Dimension & Weight 83L x 37W x 58H, mm / 150 g 

Case material / Wires Industrial Plastic Case / 18 AWG wire, 15cm length 

Connection Application Connected in parallel to Line (L) and Neutral (N) of DC power line 

Installation Both DIN rail and Screw fixing available (select one, according to the site situation) 
  

* The Surge Counter may failure if suger amplitude higher than 6KV/3KA.                                             v1904 
 

Surge Counter Model DSC-60C is a sensitive Surge Counter for counting numbers of 

lightning strike and various types of transient high-voltage (or surges).  The DSC-60C is 

capable of withstanding a combined surge of 6KV / 3KA, which means it has the same 

surge immunity as Class C, which is equivalent to the ANSI C62.41 standard.  

DSC-60C is suggested to parallel connect at DC downstream (or secondary side) of 

series or parallel type lightning & surge protector (SSPD) and/or at conventional 

parallel-connected type of lightning strike protector (or surge absorber or surge 

suppressor), as below drawings, to assist in detecting, investigating, and showing how 

many number of lightning & surges (peak) of invading interference, to prove that the 

circuit line was invaded, or showing how serious of the circuit line was invaded by 

lightning strikes or various types of surges.  

Operation with  

NO Ground 
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12F-1,118,Sec.3,Nan Jing E. Rd.,Taipei, Taiwan 
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E-mai l  :  c o m m a x . t a i p e i @ m s a. h i n e t . n e t  

a.) SSPD , Series type b.) SSPD, parallel type 

d.) MOV  c.) Conventional parallel 
type surge arrestor 
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